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PLACING A SOLID BLOCK VERTICALLY IN FRONT OF 

A DETECTOR 
FLUSH WITH THE REAR END THE VEHICLE 



I 



ACTIVATING THE DISTANCE RESET FUNCTION 
BY PRESSING THE RESET BUTTON 


i 


r 


EMITTING ULTRASONIC PULSES FROM THE 
ULTRASONIC TRANSCEIVER 




f 


RECEIVING ECHOED ULTRASONIC PULSES 
REFLECTED FROM THE SOLID BLOCK 






CALCULATING THE DISTANCE TO THE SOLID BLOCK 




f 


STORING THE DISTANCE TO THE SOLID BLOCK 
IN MEMORY AS THE DISTANCE PAD D Q 



FIG. 2 
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EMITTING ULTRASONIC PULSES FROM THE 
ULTRASONIC TRANSCEIVER 
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RECEIVING ECHOED ULTRASONIC PULSES 
REFLECTED FROM AN OBJECT 






CALCULATING A DISTANCE D x TO THE OBJECT 
FROM THE ULTRASONIC TRANSCEIVER 


} 


r 


RETRIEVING THE DISTANCE PAD D 0 
FROM MEMORY 




r 


APPLING THE DISTANCE PAD D 0 
TO THE CALCULATED DISTANCE D x j 
TO OBTAIN THE ACTUAL DISTANCE D TO THE 

OBJECT 



FIG. 3 



